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THE HIGHEST VERSATILITY ON SITE
VMS MULTISCREENING BUCKET | V SCREENING BUCKET



PATENTED

HB400

25-65 mm

EXCAVATOR BACKHOE LOADER

Tons
(lb)

5,0 - 7,5
(11023-16535)

7,5 - 10,0 
(16535-22046)

10,0 - 14,0
(22046-30865)

14 - 25,0
 (30865-5511)

25,0 -35,0
(5511-7716)

 MOD. VMS7 VMS10 VMS14 VMS20 VMS30

w/o coupler kg (lb) 372 (820) 434 (957) 640 (1411) 1092 (2407) 2300 (5071)

operating kg (lb) 570 (1257) 770 (1698) 1100 (2425) 2235 (4927) 4990 (1101)

min. mm (in) 25 (1) 25 (1) 25 (1) 25 (1) 25 (1)

max. mm (in) 60 (2,4) 60 (2,4) 60 (2,4) 65 (2,5) 65 (2,5)

l/min (gal/min) 10 (2,6) 10 (2,6) 25 (7) 30 (7,9) 30 (7,9)

max. l/min (gal/min) 80 (21) 80 (21) 150 (39) 150 (39) 150 (39)

max. bar (psi) 350 (5076) 350 (5076) 350 (5076) 350 (5076) 350 (5076)

l (gal) 180 (47,5) 290 (76,6) 420 (110,9) 980 (259) 2390 (631,4)

The screening on site has never been so effective and quick. The patented Cangini system has made it possible.

PERFORMING

Thanks to their patented screening 
system, the next-gen VMS Multiscre-
ening buckets allow both the choice 
and the change of the material size 
directly from the cab. No replacement 
of any mechanical part, no stop of the 
work cycle, no need of personnel at the 
ground close to the tool.
Designed for excavators up to 35 tons 
and equipped with the new rotary 
Hb400 double-drum system, these 
tools enable the material size change 
to be hydraulically controlled from the 
cab. The operator selects the material 
size from 25 to 60 mm (65 mm for the 
two models VMS20 and VMS30) in real 
time.

The highest operational speed is gran-
ted by the use of an only tool to obtain 
different sizes of the material to sie-
ve, without replacing any mechanical 
part or stopping the work cycle.

This bucket is equipped with two ro-
tary drums that slide one on another: 
controlled by a hydraulic cylinder, the 
inner drum’s back and forward mo-
vement changes the size of the holes 
for the material pouring. This main 
feature gives the attachment its great 
versatility.

The wear-resistant HB 400 steel 
gives the drums their particular har-
dness and tenacity, granting this tool 
its high resistance to the heaviest 
stresses and its long useful life.

VERSATILE RESISTANTMULTISCREENING BUCKET



25-60 mm

 MOD. VMS TWIN F20

w/o coupler kg (lb) 1280 (2822)

operating kg (lb) 2540 (5600)

min. mm (in) 25 (1)

max. mm (in) 60 (2,4)

l/min (gal/min) 60 (16)

max. l/min (gal/min) 150 (39)

max. bar (psi) 350 (5076)

l (gal) 420 x 2 (111 x 2)

 MOD. VMS-F6 VMS-F8 VMS-F10

w/o coupler kg (lb) 360 (794) 450 (992) 600 (1323)

operating kg (lb) 550 (1213) 770 (1698) 1050 (2315)

min. mm (in) 25 (1) 25 (1) 25 (1)

max. mm (in) 60 (2,4) 60 (2,4) 60 (2,4)

l/min (gal/min) 15 (3,9) 15 (3,9) 30 (7,9)

max. l/min (gal/min) 80 (21) 80 (21) 80 (21)

max. bar (psi) 350 (5076) 350 (5076) 350 (5076)

l (gal) 170 (44,9) 285 (75,3) 400 (105,7)

SKID LOADER WHEEL LOADER TELESCOPIC BACKHOE LOADERSKID LOADER WHEEL LOADER TELESCOPIC BACKHOE LOADER

MULTISCREENING TWIN BUCKET FRONTAL COUPLINGMULTISCREENING BUCKET FRONTAL COUPLING

Highly innovative and compact design for the VMS TWIN F20 for 
frontal coupling. The patented concept of two double drums 
horizontally paired in a single frame grants a double operational 
capacity maintaining the tool’s height unvaried so that the view 
from the cab is not jeopardized by the frame size. 

The range of the new Multiscreening buckets includes the frontal 
coupling versions. 
The same patented screening system, with the new rotary double drum 
and the in-cab hydraulic control, that allows the operator to select the 
size of the material to sieve, from 25 to 60 mm, without stopping the 
work cycle or stepping out of the cab.
Significant time-saving: no downtime or replacement of any mechanical 
part. 

DOUBLE
YIELD

HIGHEST
VISIBILITY



PATENTED

HB400

EXCAVATOR BACKHOE LOADER

Tons
(lb)

3,0 - 5,0
(6614 - 11023)

5,0 - 7,5
(11023 - 16535)

7,5 - 10,0
(16535 - 22046)

10,0 - 14,0
(22046 - 30865)

 MOD. V400 V600 V1000 V1200

w/o coupler kg (lb) 240 (529) 310 (683) 520 (1146) 750 (1653)

kg (lb) 430 (948) 600 (1323) 1000 (2205) 1410 (3108)

mm (in) 0/20-0/35 (0/0,8-0/1,4) 0/20-0/35 (0/0,8-0/1,4) 0/20-0/35 (0/0,8-0/1,4) 0/20-0/35 (0/0,8-0/1,4)

l/min (gal/min) 40/70 (11/19) 40/70 (11/19) 60/90 (16/24) 80/130 (21/34)

n. 2 3 3 3

l (gal) 125 (33) 195 (51,5) 320 (84,5) 440 (116,2)

 MOD. VF600 VF700 VF1000 VF1300 VF1600

w/o coupler kg (lb) 320 (705) 370 (816) 420 (926) 670 (1477) 800 (1764)

kg (lb) 600 (1323) 700 (1543) 915 (2017) 1300 (2866) 1550 (3417)

mm (in) 0/20-
0/35

(0/0,8-
0/1,4)

0/20-
0/35

(0/0,8-
0/1,4)

0/20-
0/35

(0/0,8-
0/1,4)

0/20-
0/35

(0/0,8-
0/1,4)

0/20-
0/35

(0/0,8-
0/1,4)

l/min (gal/min) 40-70 (11/19) 40-70 (11/19) 40-70 (11/19) 60-90 (16/24) 60-90 (16/24)

n. 2 2 2 2 2

l (gal) 186 (49,1) 220 (58,1) 330 (87,2) 420 (111) 500 (132,1)

SKID LOADER WHEEL LOADER TELESCOPIC BACKHOE LOADER

Suitable to the selection of bulk 
materials resulting from demolition 
or digging works and for the mixing 
of ground and peat. The sieving 
operation is carried out by the 
hydraulic screening unit equipped 
with HB400 rotating knives. The 
material size varies from 0-20mm to 
0-35 mm with standard equipments. 
Customized shafts can be realized 
upon request. 

REDUCED
TIMES

To change the size of sieved materials, 
the shaft replacement is granted 
by a patented system that allows 
to avoid any intervention on the 
transmission components.

All blades are realized using Hardox 
400, a material with a higher hardness 
compared with traditional construction 
steels. The result is a tough and long 
lasting tool.

The safety valve protects the 
engine against pressure peaks.

The range of the V screening buckets includes the frontal coupling 
versions. Same yields and same toughness.
The shaft replacement is granted by a patented system that allows to 
avoid any intervention on the transmission components.
The choice of the material size from 0-20 mm to 0-30 mm makes this 
screening bucket versatile and effective. 

SCREENING BUCKET FRONT SCREENING BUCKET
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commerciale@canginibenne.com
Via Savio 29/31 Sarsina FC 47027 Italy

Tel: +39 0547 698020 - Fax: +39 0547 698021

Read more

CONNECTED

CLOSE TO YOU

SIMPLE

Your experience enriches our 
everyday work.

All information you need
in a few clicks.

Wherever you are working, 
connect to Cangini world.

our partner next to you


