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SORTING
GRAPPLES



100PF 150PF 200PF 250PF 300PF 300PG 450PF 450PG 550PF 550PG

360° 360°

SORTING GRAPPLES
EXCAVATOR BACKHOE LOADERSKID LOADER

with side-shifting 
backhoe

Cangini sorting grapples are 
equipped with hydraulic rotation as 
standard feature on all models. They 
are conceived to handle different 
materials and made to be durable 
and wear resistant, thanks to the 
high-grade steel adopted in its pro-
duction.   The HB400 clamps mount 
bolted-in, inter-changeable and re-
versible HB400 blades. The strong 
frame allows their usage even for 
light demolition works.

Tons
(lb)

1,2 - 1,8 
(2646-3968)

1,8 - 2,5 
(3968-5512)

2,5 - 4,0 
(5512-8818)

4,0 - 6,0
(8818-13228)

6,0 - 7,5 
(13228 - 16535)

7,5 - 12,0 
(16535 - 26455)

12,0 - 14,0 
(26455 - 30865)

MOD. 100PF 150PF 200PF 250PF 300PF 300PG 450PF 450PG 550PF 550PG

w/o coupler kg (lb) 88 (194) 143 (315) 203 (448) 310 (683) 380 (838) 400 (882) 5 50 (1213) 590 (1301) 630 (1389) 645 (1422)

 max.  bar (psi) 180 (2611) 220 (3191) 245 (3553) 275 (3989) 350 (5076) 350 (5076) 350 (5076) 350 (5076) 350 (5076) 350 (5076)

 max. l/min 
(gal/min) 25 (7) 25 (7) 25 (7) 60 (16) 60 (16) 60 (16) 60 (16) 60 (16) 60 (16) 60 (16)

 max. bar (psi) 250 (3626) 250 (3626) 150 (2176)150 (2176)150 (2176)150 (2176)150 (2176)150 (2176)150 (2176)150 (2176)

 
l/min 

(gal/min) 22 (6) 22 (6) 6/8 
(1,6/2,1)

9/12 
(2,4/3,2)

9/12 
(2,4/3,2)

9/12 
(2,4/3,2)

9/12 
(2,4/3,2)

9/12 
(2,4/3,2)

9/12 
(2,4/3,2)

9/12 
(2,4/3,2)

HYDRAULIC 360° ROTATION

Hydraulic rotator Slewing ring

TECHNICAL DATA

 HB400 MATERIALS

Hydraulic rotation with hydraulic rotator for the 100PF and 150PF
models.

Hydraulic rotation with slewing ring for the 200PF, 250PF, 300PF, 
300PG, 450PF, 450PG, 550PF and 550PG models.

All shears are equipped with a bidirectional hydraulic rotation.



100PF 150PF 200PF 250PF 300PF 450PF 550PF

300PG 450PG 550PG

REVERSIBLE HB400 BLADES

PF version

PG version

The clamps’  HB400 blades are bolted-in, inter-changeable and reversible elements. This feature makes maintenance easier and extends the
useful life of the sorting grapples themselves.

LONG-TERM WEAR RESISTANCE
Their high wear resistance is granted by the utilization of high-grade steels for parts mostly subject to wear.
The same pins, in 39NiCrMo3 steel, undergo a hardening heat treatment process (60 HRC), while bushes are casehardened and tempered.  

DIFFERENT VERSIONS

PROTECTION AGAINST PRESSURE OVERLOADS
All models are equipped with the pressure-relief flanged valve that protects the engine against any possible pressure overload.



BLADES FOR ANY NEED

Curb handling DC Teeth
Elements with a rubber surface to handle concrete curbs safely. Ideal for the stones grabbing and the handling of filling material.

It increases the loading capacity of the sorting grapple. The toothing edge enables to handle stones and/or wood and ensu-
res a steadier grip.

Side closing Side toothed closing



Ca
ng

in
i m

ar
ke

tin
g 

de
pt

. 2
01

9

Read more

CONNECTED

CLOSE TO YOU

SIMPLE

Your experience enriches our 
everyday work.

All information you need
in a few clicks.

Wherever you are working, 
connect to Cangini world.

our partner next to you

commerciale@canginibenne.com
Via Savio 29/31 Sarsina FC 47027 Italy

Tel: +39 0547 698020 - Fax: +39 0547 698021


